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Welcome to ForeRunner Operation. Below are links to the sections of this module. To 
navigate, clickthe Next button in the bottom right corner, or click a linkto a specific sectitin 
You can return to this page at any time by clicking the Module Contents button in the bottom 
left corner of any of the following pages. 
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Introduction 



ForeRunner Operation 



Operating the ForeRunner AED is sinnpie, once you learn 
how to respond in a Sudden Cardiac Arrest emergency. In 
fact, most people find using the ForeRunner easierthan 
performing CPR, To get an ovetview. watch a brief video of 
an SCA scenario, and then continue in this module for 
step-by-step instructions. 
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Shock Scenario video. 
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Open the electrode pads package and remove the 
pads. Following the pad icons, place one pad just 
below the patient's right collarbone. Place the other 
pad on the patient's left side, over the ribs below the 
breast. After assuring that the pads are firmly attached 
to the patient's chest, plug in the pads connector next 
to the flashing light on the ForeRunner. 
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ForeRunner Operation 



Shock Scenario 



When the pads are connected, the ForeRunner 
immediately begins to analyze the patient's heart 
rhythm. It is important that rescuers do not touch the 
patient while the ForeRunner is analyzing. If a shock 
is indicated, the ForeRunner will provide voice and 
screen prompts and the orange triangular shock 
button will flash. 
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Shock Scenario 



Fore.Runrper Operation 



Before delivering the shock, it is important that the 
ForeRunner operator visually and verbally clears the patient 
The ForeRunner operator should shout, "I'm clear," "you're 
clear," or simply "clear" Visually check to be certain that no 
one is touching the patient. / 
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After making sure ever/one is clear of tlie patient, press tine 
orange button to deliver the shocl<. 
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ForeRunner Operation 



ForeRunner Demo 



Let's practice using tlie 
ForeRunner in a scenario 
involving Sudden Cardiac Arrest. 
Click Dr. Hart, our Medical 
Director, to begin the tour. 
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